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ud YORK

Heating and Air Conditioning
TECHNICAL GUIDE Description

YORK® 7J Series Sunline Magnum™ /ZR Series

MagnaDRY ™/ZF Series Sunline™ units are convertible single
package high efficiency rooftops. All models have independent
refrigeration circuits for efficient part load operation.

Although the units are primarily designed for curb mounting on
a roof, they can also be slab-mounted at ground level or set on
steel beams above a finished roof.

All ZJ/ZR/ZF units are self-contained and assembled on rigid

full perimeter base rails allowing for overhead rigging. Every

unit is completely charged, wired, piped, and tested at the
R'410A factory to provide a quick and easy field installation.

ZJ /Z R/Z F S E R I ES All models (including those with an economizer) are convertible
15 25 TON between bottom and horizontal duct connections.

B ZJ/IZRIZF units are available in the following configurations:
60 Hertz cooling only, cooling with electric heat, and cooling with gas

heat. Electric heaters are available as factory-installed options
only.

Tested in accordance with:

ZJ/ZR Shown

PegroRMANCE
mﬂgTIHEu

A&RI Standard 3400350
Commarcial and industrial Unitary CERTIFIED
Adr Conditioning Equipmant

FOR DISTRIBUTION USE ONLY - NOT TO BE USED AT POINT OF RETAIL SALE
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Component Location
(ZJ shown)

Simplicity® Control Board

Slide In/ Plug In
Internal Economizer

(Optional) 110 Volt Convenience

Outlet (“Powered” or

2" Disposable Filters “Non-Powered” Optional)

(4" Filters Optional) . )
: Disconnect Location

(Optional Disconnect Switch)

Bottom Power and
Control Wiring Entry

Power Ventor Motor

Electric Heater Location
(Optional Electric/Electric Units)

Location of VFD (Optional)
Location of VFD Bypass (Optional)

Belt Drive

o _____?-____'_;.

Copper Tube/ | e
Aluminum Fin  Thermal ) -___ = Blower Motor
Evaporator ~EXpansion 1" NPT 4G
Coils Valve  Condensate Drain auge
Filter Drier Base Ralils
(Solid Core) with Lifting Holes

Copper Tube/Aluminum Fin
Condenser Coils

4-High Efficiency Scroll Compressors
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